
Additional brace posts: see round posts        * Post to be put on floorplate

BEKACLIP POSTS
Diameter posts Ø 48 mm Ø 48 mm Ø 60 mm

Thickness plate 1,20 mm 1,50 mm 2,00 mm

Post length (mm)

700* •

1100 •

1300 •

1500 •

1700 •

2000 •

2300 • •

2500 • •

2700 • •

3000 • •

3500 •

I/V  (cm3) 1,90 2,38 4,98

BENEFITS
• Easy installation of welded fences and residential panels. 

Bekaclip® posts

Product detail

Posts
Metal post with fixing strip for a fast and easy installation of fences on roll and 

residential panel fences.

Coating technique
Galvanised in-and outside (275 g/m2 - both sides combined) and plastic coated (min. 60 micron)

Accessories
• Stainless steel Bekaclip clips: Ø 3,50 mm for installation of fences on rolls
• Stainless steel Fortinet Super clips: Ø 3,50 mm for installation of Fortinet Super
• Bekaclip tongs for use with clips
• Collets Ø 48 mm and 60 mm for installation of panels Bekafor + Zenturo Classic
• Base plate available

Option
Post with cranked extension arm

Compatible products

Colours 
Green RAL 6005
Metallic Anthracite BF 7016M

BEKACLIP POST WITH BENT ARM
Diameter posts Ø 48 mm Ø 60 mm

Post length (mm)

3100 •

3250 •

3600 •

Description 
Round post provided with mesh fixing strip and cap with Betafence branding.

• Pantanet
• Fortinet
• Bekafor
• Zenturo Classic

www.betafence.com




